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Air-Tight Blast Gate 
Valves

•	 Air-tight across the blast gate up to 16 Hg”
•	 Air-tight self-sealing gasket assembly
•	 Available as manual or pneumatic operation
•	 Available in stainless steel or zinc plated steel
•	 Coils available in 24V AC/DC or 110V AC
•	 Valves are standard straight ends measured in OD

(Exception - 8” valves have a flanged connection)
•	 Requires 70 Psi. (130 Psi maximum air pressure)
•	 Uses push lock air hose connectors
•	 Available in 2”, 3”, 4” 6” and 8” OD

1 - BG1,  2 - BG2

Stainless Steel Blast Gate Valve - Manual
PART # DESCRIPTION
1502S 2.0” manual close1

1503S 3.0” manual close1

1504S 4.0” manual close1

1506S 6.0” manual close1

1508S 8.0” manual close1

Stainless Steel Blast Gate Valve - Pneumatic
PART # DESCRIPTION
1502PNS 2.0” pneumatic close1

1503PNS 3.0” pneumatic close1

1504PNS 4.0” pneumatic close1

1506PNS 6.0” pneumatic close1

1508PNS 8.0” pneumatic close1

Zinc Plated Blast Gate Valve - Manual
PART # DESCRIPTION
1502 2.0” manual close1

1503 3.0” manual close1

1504 4.0” manual close1

1506 6.0” manual close1

1508 8.0” manual close1

Zinc Plated Blast Gate Valve - Pneumatic
PART # DESCRIPTION
1502PN 2.0” pneumatic close1

1503PN 3.0” pneumatic close1

1504PN 4.0” pneumatic close1

1506PN 6.0” pneumatic close1

1508PN 8.0” pneumatic close1

Please Specify Required Coil Voltage
PART# DESCRIPTION
6765 Solenoid 12V DC for Blast Gate1

6760 Solenoid 24V DC for Blast Gate1

6770 Solenoid 24V AC for Blast Gate1

6780 Solenoid 110V AC for Blast Gate1 
EC9400A12 Manual Positioning Sensor w/ Relay
EC4128A25 Pneumatic Positioning Sensor w/ Relay


